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NVLAP, NIST, or any agency of the Federal Government.
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Laboratory results may not be representative of field performance
Ballast factors have not been applied

 Maximum Candela: 309 Candela  

817.8 Lumens
 Luminaire Efficacy: 48.6 lm/w 
 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Luminaire Description: Formed aluminum housing, frosted plastic lens
Lamp: 30 white LEDs
Mounting: Wall Mount

Test Temperature:

16.82
Power Factor:

120.0
0.1463

Ballast/Driver: One Eaglerise EEP60SE

Luminous Length:
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Luminaire Efficacy:

Distribution Test Conditions
Temperature Voltage Current Power Power Factor

16.82 W

Distribution - Goniophotometer

Frequency Current THD
0.1463 A 0.95824.9 °C 120.0 VAC 60 Hz 29.4 %

309#N/A

Total Lumen Output:Spacing Criteria
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

10 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
15 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
20 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
30 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
35 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
40 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
45 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
50 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
55 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
60 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
65 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
70 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
75 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
80 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
85 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
90 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95 8.0 8.2 8.6 8.6 8.7 8.6 8.6 8.2 8.0 8.2 8.6 8.6 8.7 8.6 8.6 8.2
100 27.1 27.3 27.2 27.0 27.1 27.0 27.2 27.3 27.1 27.3 27.2 27.0 27.1 27.0 27.2 27.3
105 49.3 49.5 49.4 49.3 49.4 49.3 49.4 49.5 49.3 49.5 49.4 49.3 49.4 49.3 49.4 49.5
110 73.1 73.4 73.4 73.3 73.5 73.3 73.4 73.4 73.1 73.4 73.4 73.3 73.5 73.3 73.4 73.4
115 97.3 97.4 97.5 97.6 97.7 97.6 97.5 97.4 97.3 97.4 97.5 97.6 97.7 97.6 97.5 97.4
120 121.1 121.5 121.5 121.6 121.9 121.6 121.5 121.5 121.1 121.5 121.5 121.6 121.9 121.6 121.5 121.5
125 144.9 145.4 145.4 145.5 145.8 145.5 145.4 145.4 144.9 145.4 145.4 145.5 145.8 145.5 145.4 145.4
130 168.1 168.5 168.7 168.8 168.9 168.8 168.7 168.5 168.1 168.5 168.7 168.8 168.9 168.8 168.7 168.5
135 190.4 190.7 191.0 191.0 191.0 191.0 191.0 190.7 190.4 190.7 191.0 191.0 191.0 191.0 191.0 190.7
140 211.7 212.2 212.5 212.4 212.4 212.4 212.5 212.2 211.7 212.2 212.5 212.4 212.4 212.4 212.5 212.2
145 231.9 232.3 232.6 232.4 232.3 232.4 232.6 232.3 231.9 232.3 232.6 232.4 232.3 232.4 232.6 232.3
150 251.4 251.8 252.2 251.9 251.8 251.9 252.2 251.8 251.4 251.8 252.2 251.9 251.8 251.9 252.2 251.8
155 267.5 268.1 268.3 268.0 267.9 268.0 268.3 268.1 267.5 268.1 268.3 268.0 267.9 268.0 268.3 268.1
160 281.6 281.9 282.2 281.8 281.7 281.8 282.2 281.9 281.6 281.9 282.2 281.8 281.7 281.8 282.2 281.9
165 293.4 293.8 294.0 293.7 293.5 293.7 294.0 293.8 293.4 293.8 294.0 293.7 293.5 293.7 294.0 293.8
170 302.0 302.4 302.7 302.1 301.9 302.1 302.7 302.4 302.0 302.4 302.7 302.1 301.9 302.1 302.7 302.4
175 307.3 307.6 307.9 307.2 307.0 307.2 307.9 307.6 307.3 307.6 307.9 307.2 307.0 307.2 307.9 307.6
180 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7 308.7
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Candela Tabulation
Horizontal Angle (Degrees)


