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Luminaire Description: Formed aluminum housing, frosted plastic enclosure

Lamp: 30 white LEDs
Mounting: Surface - Wall
Ballast/Driver: One Eaglerise EEP60SE

Luminaire

Luminaire Characteristics

Luminous Length: 3.25in.
Luminous Width: 4.500 in.
Summary of Results Electrical Data
Total Luminaire Output: 840.6 Lumens Test Temperature:
Luminaire Efficacy: 50.8 Im/w Voltage:
Maximum Candela: 323 Candela Current:
Power:
Power Factor:
Frequency:
Current THD:

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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255 °C
120.0 VAC
0.1439 A
16.54 W
0.958
60 Hz
29.5 %



Distribution - Goniophotometer

Distribution Test Conditions
Temperature Voltage Current Power Power Factor| Freguency Current THD
25.5°C 120.0 VAC 0.1439 A 16.54 W 0.958 60 Hz 29.5 %

Summary of Results

Spacing Criteria Total Lumen Output: 840.6 Lumens
0-180: N/A Luminaire Efficacy: 50.8 Im/w
90-270: N/A Maximum Candela: 323 Candela
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Zonal Lumen Summary

Zone Lumens % of Luminaire Zone Lumens [% of Luminaire Zone Lumens % of Luminaire
0-5 0 0.0% 60-65 0 0.0% 120-125 63.18 7.5%

5-10 0 0.0% 65-70 0 0.0% 125-130 70.09 8.3%
10-15 0 0.0% 70-75 0 0.0% 130-135 74.75 8.9%
15-20 0 0.0% 75-80 0 0.0% 135-140 76.98 9.2%
20-25 0 0.0% 80-85 0 0.0% 140-145 76.59 9.1%
25-30 0 0.0% 85-90 0 0.0% 145-150 73.64 8.8%
30-35 0 0.0% 90-95 1.15 0.1% 150-155 68.05 8.1%
35-40 0 0.0% 95-100 8.93 1.1% 155-160 59.82 7.1%
40-45 0 0.0% 100-105 20.24 2.4% 160-165 49.30 5.9%
45-50 0 0.0% 105-110 32.39 3.9% 165-170 36.75 4.4%
50-55 0 0.0% 110-115 43.99 5.2% 170-175 22.70 2.7%
55-60 0 0.0% 115-120 54.40 6.5% 175-180 7.68 0.9%

Zone Lumens ]|% of Luminaire

0-40 0 0.0%

0-60 0 0.0%

0-90 0 0.0%

90-180 841 100.0%
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Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)
0 225 | 45 67.5 | 90 [112.5| 135 |157.5| 180 | 202.5| 225 | 247.5| 270 2925 | 315 | 3375
0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
10 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
15 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
20 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
25 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
30 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
35 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
40 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
45 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
50 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
55 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
60 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
65 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
70 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
75 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
80 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
85 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
90 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
95 7.3 7.3 7.5 7.4 7.4 7.4 7.5 7.3 7.3 7.3 7.5 7.4 7.4 7.4 7.5 7.3
100 26.5 26.4 26.7 26.7 | 26.6 | 26.7 | 26.7 | 26.4 26.5 26.4 26.7 26.7 26.6 26.7 26.7 26.4
105 49.3 49.4 50.0 49.9 | 498 | 499 | 50.0 | 494 | 49.3 49.4 50.0 49.9 49.8 49.9 50.0 49.4
110 74.0 74.1 74.6 747 | 747 | 747 | 746 | 74.1 74.0 74.1 74.6 74.7 74.7 74.7 74.6 74.1
115 98.9 99.1 99.6 99.8 | 99.8 ] 99.8 [ 99.6 | 99.1 98.9 99.1 99.6 99.8 99.8 99.8 99.6 99.1
120 | 123.6 | 124.0| 1245 | 124.9 | 125.0|124.9| 1245| 124.0| 123.6 | 124.0 | 1245 | 1249 | 125.0 124.9 | 1245 | 124.0
125 ] 148.0 | 148.6| 149.4 | 149.7 | 149.7| 149.7| 149.4 | 148.6 | 148.0 | 148.6 | 149.4 | 149.7 | 149.7 149.7 | 149.4 | 148.6
130 | 171.7 | 172.9| 1736 | 174.0 | 174.1|174.0| 173.6 | 172.9| 171.7 | 1729 | 173.6 | 174.0 | 174.1 174.0 | 173.6 | 172.9
135] 195.0 | 196.3| 197.0 | 197.4 | 197.4]| 197.4]| 197.0| 196.3 | 195.0 | 196.3 | 197.0 | 197.4 | 197.4 197.4 | 197.0 | 196.3
140 | 217.3 | 218.8| 219.5 | 219.8 | 220.0|219.8| 219.5| 218.8| 217.3 | 218.8 | 219.5 | 219.8 | 220.0 219.8 | 219.5 | 218.8
145 237.8 | 239.7| 240.4 | 240.8 [ 241.1| 240.8| 240.4 | 239.7 | 237.8 | 239.7 | 240.4 | 240.8 | 241.1 240.8 | 240.4 | 239.7
150 | 257.1 | 259.8| 260.7 | 260.9 | 261.2| 260.9| 260.7 | 259.8 | 257.1 | 259.8 | 260.7 | 260.9 | 261.2 260.9 | 260.7 | 259.8
155 | 274.4 | 277.4| 278.2 | 278.4 | 278.6| 278.4| 278.2 | 277.4| 274.4 | 277.4 | 278.2 | 278.4 | 278.6 278.4 | 278.2 | 277.4
160 | 289.7 | 292.6 | 293.4 | 293.7 | 293.7|293.7| 293.4| 292.6 | 289.7 | 292.6 | 293.4 | 293.7 | 293.7 293.7 | 293.4 | 292.6
165 ] 302.3 | 305.1| 305.9 | 306.2 | 306.1]| 306.2| 305.9 | 305.1| 302.3 | 305.1 | 305.9 | 306.2 | 306.1 306.2 | 305.9 | 305.1
170 | 311.4 |314.1| 3149 | 315.1 | 315.0|315.1| 314.9| 314.1| 311.4 | 314.1 | 314.9 | 315.1 | 315.0 315.1 | 3149 | 314.1
175 317.3 | 319.8| 320.5 | 320.9 | 320.6|320.9| 320.5| 319.8| 317.3 | 319.8 | 320.5 | 320.9 | 320.6 320.9 | 320.5 | 319.8
180 | 322.0 | 322.0| 322.0 | 322.0 | 322.0|322.0| 322.0| 322.0| 322.0 | 322.0 | 322.0 | 322.0 | 322.0 322.0 | 322.0 | 322.0
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