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Luminaire Description: Formed aluminum housing, frosted plastic enclosure

Lamp: 36 white LEDs
Mounting: Surface - Wall
Ballast/Driver: One L.T.F. Electronic Transformer TA6OWA12LED-0000

Luminaire

Luminaire Characteristics

Luminous Length: 0.75 in.
Luminous Width: 24.25 in.
Luminous Height: 1.50 in.
Summary of Results Electrical Data
Total Luminaire Output: 997.1 Lumens Test Temperature: 25.2 °C
Luminaire Efficacy: 41.1 Im/w Voltage: 120.0 VAC
Maximum Candela: 217 Candela Current: 0.2112 A
Power: 2428 W
Power Factor: 0.958
Frequency: 60 Hz
Current THD: 29.7 %

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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Distribution - Goniophotometer

Distribution Test Conditions
Temperature Voltage Current Power Power Factor| Freguency Current THD
25.2°C 120.0 VAC 0.2112 A 24.28 W 0.958 60 Hz 29.7 %

Summary of Results

Spacing Criteria Total Lumen Output: 997.1 Lumens
0-180: 3.04 Luminaire Efficacy: 41.1 Im/w
90-270: 1.21 Maximum Candela: 217 Candela
Polar Plot
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Zonal Lumen Summary

Zone Lumens % of Luminaire Zone Lumens [% of Luminaire Zone Lumens % of Luminaire
0-5 1.65 0.2% 60-65 40.03 4.0% 120-125 39.63 4.0%
5-10 5.11 0.5% 65-70 40.21 4.0% 125-130 37.99 3.8%
10-15 8.87 0.9% 70-75 39.71 4.0% 130-135 35.70 3.6%
15-20 12.86 1.3% 75-80 38.47 3.9% 135-140 32.84 3.3%
20-25 17.00 1.7% 80-85 36.97 3.7% 140-145 29.46 3.0%
25-30 21.14 2.1% 85-90 35.61 3.6% 145-150 25.68 2.6%
30-35 25.14 2.5% 90-95 35.54 3.6% 150-155 21.63 2.2%
35-40 28.90 2.9% 95-100 36.91 3.7% 155-160 17.40 1.7%
40-45 32.28 3.2% 100-105 38.53 3.9% 160-165 13.18 1.3%
45-50 35.15 3.5% 105-110 39.86 4.0% 165-170 9.10 0.9%
50-55 37.43 3.8% 110-115 40.57 4.1% 170-175 5.25 0.5%
55-60 39.12 3.9% 115-120 40.50 4.1% 175-180 1.69 0.2%
Zone Lumens ]|% of Luminaire
0-40 121 12.1%
0-60 244 26.5%
0-90 496 49.7%
90-180 501 50.3%
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Vertical Angle (Degrees)

Candela Tabulation
Horizontal An

gle (Degrees)

0 225 | 45 67.5 | 90 [112.5| 135 |157.5| 180 | 202.5| 225 | 247.5| 270 | 2925 | 315 | 337.5
0 68.0 | 68.0 | 68.0 | 68.0 | 68.0 | 68.0 | 68.0 | 68.0 | 68.0 | 68.0 | 68.0 | 68.0 68.0 68.0 68.0 | 68.0
5 75.1 751 | 72.2 69.2 | 69.2 | 67.2 | 66.9 | 66.8 | 66.7 66.8 66.9 67.2 69.2 69.2 72.2 75.1
10 89.3 87.9 | 80.6 718 | 68.2 ] 66.1 | 65.6 | 655 | 65.6 65.5 65.6 66.1 68.2 71.8 80.6 87.9
15 | 104.6 | 102.3| 904 | 750 [ 66.7 [ 645 63.9 | 63.8 | 63.7 | 63.8 | 63.9 | 645 66.7 75.0 90.4 | 102.3
20 | 120.7 [116.8] 100.3 | 78.2 | 64.6 | 62.3 | 61.7 | 61.6 | 61.4 | 616 | 61.7 | 62.3 64.6 78.2 | 100.3 | 116.8
25 | 136.0 [130.8] 1100 | 81.3 | 61.9 | 59.7 | 59.1 | 58.9 | 58.6 | 58.9 [ 59.1 | 59.7 61.9 81.3 | 110.0 | 130.8
30 | 150.5 |[143.8]| 118.9 | 83.9 | 58.7 | 56.5 | 55.9 [ 55.7 | 55.2 | 55.7 | 55.9 [ 56.5 | 58.7 83.9 | 118.9 | 1438
35 | 163.9 [155.6] 127.0 [ 86.0 | 55.0 | 52.9 | 52.2 [ 52.1 | 51.6 | 521 | 52.2 [ 52.9 | 55.0 86.0 | 127.0 | 155.6
40 | 176.3 [ 166.4| 134.0 | 874 | 50.8 | 489 | 48.4 | 48.2 | 47.7 | 482 | 484 [ 489 | 50.8 87.4 | 134.0 | 166.4
45 | 186.7 [175.7] 139.9 | 88.1 | 46.2 | 446 | 441 | 43.9 | 434 | 439 | 441 [ 446 | 46.2 88.1 | 139.9 | 175.7
50 | 195.4 [183.4| 144.6 | 88.0 | 41.3 | 39.8 | 395 | 39.3 | 388 [ 39.3 | 39.5 [ 39.8 | 413 88.0 | 144.6 | 183.4
55 | 202.7 [189.7| 148.0 [ 87.1 | 36.2 | 35.1 | 348 [ 34.6 | 341 [ 346 | 348 [ 351 36.2 87.1 | 148.0 | 189.7
60 | 208.6 [194.4] 1504 | 85.8 | 30.8 | 29.8 | 29.6 | 29.4 | 28.9 | 29.4 | 296 | 29.8 | 308 85.8 | 150.4 | 194.4
65 | 2125 [197.6] 151.3 | 84.1 | 25.0 | 242 | 242 | 24.1 | 23.4 | 241 | 242 | 242 25.0 84.1 | 151.3 | 197.6
70 | 214.9 [199.2] 1510 | 80.8 | 19.0 | 186 | 18.7 | 180 | 172 | 180 | 18.7 | 18.6 19.0 80.8 | 151.0 [ 199.2
75 | 216.0 [199.4]| 1495 | 775 | 132|129 | 126 [ 12.1 | 116 | 121 | 126 | 12.9 13.2 775 | 1495 | 199.4
80 | 2152 [198.2]| 1473 | 734 | 76 | 78 | 71 [ 7.2 6.9 7.2 7.1 7.8 7.6 73.4 | 147.3 | 198.2
85 | 2134 [196.0]| 1445 69.8 | 28 | 29 | 2.8 [ 29 2.7 2.9 2.8 2.9 2.8 69.8 | 1445 | 196.0
90 | 2123 [195.0] 1432 | 682 | 02 | 0.7 | 04 [ 03 0.1 0.3 0.4 0.7 0.2 68.2 | 143.2 | 195.0
95 | 2140 [197.0]| 1455 703 | 27 | 24 | 18 | 15 1.6 15 1.8 2.4 2.7 70.3 | 1455 | 197.0
100 ) 216.0 | 1995 1486 | 743 | 7.7 | 72 | 6.0 | 54 5.6 5.4 6.0 7.2 7.7 74.3 | 148.6 | 199.5
105 217.1 |201.0f 1512 | 79.1 | 135 | 125 114 | 105 [ 106 | 105 | 114 | 125 135 79.1 | 151.2 | 201.0
110 ] 216.9 | 201.3| 153.3 | 82.7 | 196 | 183 | 176 | 165 [ 164 | 165 | 176 | 183 19.6 82.7 | 153.3 [ 201.3
115 215.0 | 200.1| 154.0 | 85.9 | 25.8 | 24.2 | 23.3 | 22.7 [ 228 | 22.7 | 233 | 24.2 25.8 85.9 | 154.0 [ 200.1
120 ] 211.1 | 196.9| 153.2 | 88.3 | 31.8| 29.9 | 289 | 28.3 [ 284 | 283 | 28.9 | 299 | 31.8 88.3 | 153.2 | 196.9
125] 205.5 | 192.3] 151.0 | 90.0 | 37.3 | 35.4 | 34.3 | 33.6 | 33.7 33.6 34.3 35.4 37.3 90.0 151.0 | 192.3
130 ] 198.2 | 1859 1475 | 91.1 | 426 | 404 | 39.1 | 38.4 [ 386 | 384 | 39.1 | 404 | 426 91.1 | 1475 [ 185.9
135 189.2 | 178.0| 143.0 | 91.4 | 47.7 | 453 | 440 | 433 | 434 | 433 | 44.0 | 453 | 477 91.4 | 143.0 | 178.0
140 ] 179.0 | 168.7| 137.3 | 91.1 | 523 | 49.8 | 485 | 47.7 [ 479 | 477 | 485 | 498 52.3 91.1 | 137.3 [ 168.7
1451 167.2 | 158.1| 1304 | 89.6 | 56.5 | 53.9 | 52.7 [ 51.9 | 52.0 51.9 52.7 53.9 56.5 89.6 130.4 | 158.1
150 | 154.3 | 146.3| 122.3 | 87.7 | 60.2 | 57.6 | 56.5 | 55.8 | 55.9 55.8 56.5 57.6 60.2 87.7 122.3 | 146.3
155 ] 139.8 | 133.3| 1135 | 850 | 63.4 | 60.7 | 59.7 [ 59.1 | 59.2 59.1 59.7 60.7 63.4 85.0 113.5 | 133.3
160 ] 124.3 | 119.2| 1036 | 81.7 | 66.0 | 63.4 | 625 | 62.0 [ 623 | 62.0 | 625 | 634 66.0 81.7 | 103.6 [ 119.2
165 ] 108.6 | 104.8] 93.5 78.3 | 68.1 | 65.7 | 649 | 644 | 64.8 64.4 64.9 65.7 68.1 78.3 93.5 | 104.8
170 93.1 90.4 | 83.8 749 | 69.6 | 67.5 | 66.7 | 66.4 | 66.7 66.4 66.7 67.5 69.6 74.9 83.8 90.4
175) 783 | 774 | 749 | 717 | 706 | 688 | 68.3 | 68.0 [ 68.0 | 68.0 | 68.3 | 68.8 70.6 717 749 | 77.4
180 69.8 69.8 | 69.8 69.8 | 69.8 | 69.8 | 69.8 | 69.8 | 69.8 69.8 69.8 69.8 69.8 69.8 69.8 69.8
Average Luminance (cd/mz)
Horizontal Angle (Degrees)
0 45 90

e 0 5793 5793 5793

g § 45 7501 6861 5248

§ qa; 55 7810 7137 4944

j=Na) 65 8103 7395 4445

2 75 8401 7644 3518

85 8746 8001 1590
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity 80 70 50 30 10 0
Reflectance
ReerWc etlgnce 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
';‘;?i? ((;@'F'g ** Values are expressed as Lumens delivered to the task surface **
0 1068 | 1068 | 1068 | 1068 984 984 | 984 | 984 829 829 829 687 687 687 557 557 557 | 496
1 938 879 827 780 859 808 | 761 720 673 638 606 549 523 499 435 416 398 343
2 839 747 671 607 766 685 | 618 | 561 569 517 473 461 422 388 362 333 308 | 259
3 757 645 558 489 689 591 | 514 452 490 430 381 396 350 312 309 275 246 202
4 687 563 472 403 625 516 | 435 | 373 428 364 314 345 297 257 269 232 202 | 163
5 627 496 405 337 570 455 | 374 313 378 313 264 305 255 216 238 200 169 135
6 575 441 351 287 523 405 | 325 266 337 273 225 273 223 184 213 175 144 114
7 529 395 308 247 482 363 | 285 230 303 240 194 246 196 159 193 154 125 97
8 490 356 273 215 446 328 | 252 | 200 274 213 169 223 175 139 175 138 109 84
9 455 324 243 189 415 298 | 225 176 250 191 149 204 157 123 161 124 97 74
10 424 295 218 167 387 272 | 203 156 229 172 132 188 142 109 149 112 86 66
Cone of Light Tabulation
Mounting | Footcandles Diameter
Height at Nadir (Feet)
4.00 4.25 7.48
6.00 1.89 11.2
8.00 1.06 15.0
10.0 0.680 18.7
12.0 0.472 22.4
14.0 0.347 26.2
16.0 0.266 29.9

Cone of Light Plot
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